
Latitude/Longitude Implementation Fact Sheet 
 

 
Data Standard: Latitude/Longitude 
 
Description:  The group of data elements used for recording horizontal and vertical 

coordinates and associated metadata that define a point on earth.  This 
standard represents a clarification and update of the Agency’s Locational 
Data Policy (LDP). 

 
Requirements:       Information systems collecting Latitude/Longitude information must 

document: 
 

1. Latitude and Longitude measures recorded in degrees and decimal 
degrees. 

    2. Horizontal Accuracy Measure recorded in meters 
3. Horizontal Collection Method in standard values for text or code. 
4. Horizontal Reference Datum with standard values for text or code. 
5. Reference Point recorded with standard values for text or code. 
6. Source Map Scale Number required only when a map has been used to 

determine latitude and/or longitude information. 
 
Implementation  
Date:   REI National Systems: February 28, 2002 

All other systems:  As part of normal reengineering schedule 
 
More Information: Standard Data Elements for Latitude/Longitude  

http://www.epa.gov/edr/flatlong.pdf 
 
Business Rules for Latitude/Longitude Data Standard 
http://www.epa.gov/edr/flatlongbr.pdf 

 
   Locational Data Improvement Project 
   http://www.epa.gov/enviro/html/locational/ldip/index.html 
 
   Locational Data Policies 

http://www.epa.gov/enviro/html/locational/lrt/policies.html 
 
   Locational Reference Tables 

http://www.epa.gov/enviro/html/locational/lrt/index.html 

http://www.epa.gov/edr/flatlong.pdf
http://www.epa.gov/edr/flatlongbr.pdf
http://www.epa.gov/enviro/html/locational/ldip/index.html
http://www.epa.gov/enviro/html/locational/lrt/policies.html
http://www.epa.gov/enviro/html/locational/lrt/index.html

	Locational Data Policies

